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Crane drinking fountains are made in 
sizes and styles to meet every require- 
ment. Schools, factories, public buildings, 
hospitals, playgrounds, parks—there are 
literally thousands of applications where 
fountains are needed. 


The Crane line of fountains includes wall 
and pedestal types with receptors of 
vitreous china, porcelain enamel, glass 
and galvanized iron, as well as trimming 
units to convert old fountains into sanitary 
drinking fountains. 


ABSOLUTE SANITATION 


Municipalities go to great expense to 
deliver pure, clean water through the 
mains to the outlets, but many times old, 
inefficient fixtures cause contamination 
before the water reaches the user. 


In Crane modern drinking fountains 
every provision is made to guard the 
purity of the water. The drinking jets are 
above the rim of the receptor to prevent 
back siphonage. A lip guard prevents the 
lips of the user from touching the drinking 
jet. The angle stream—a feature of all 
Crane drinking fountains—protects the 
jet. Used water is directed away from jet 
opening and cannot fall back and con- 
taminate the clean water jet. Crane 
fountains are easy to clean and easy to 
keep clean; large wastes, protected by 
strainers, prevent clogging. 


Municipalities and states have wisely 
enacted ordinances and laws relating to 
drinking fountains to guard health and 
prevent infection. Crane fountains are 
designed to conform to these codes. 
Utmost caution should be used in the 
selection of drinking fountains to be 
assured of maximum sanitation—it is well 
to know that Crane fountains will give 
this complete protection. 


QUALITY CONSTRUCTION 


In the design of fountains, Crane Co. 
has kept in mind the extraordinary use, 
if not actual abuse, that drinking foun- 
tains often receive. The angle stream jet 
is designed to prevent squirting by 
mischievous fingers—fittings are securely 
fastened and the height of the drinking 
stream is constantly maintained by a 
stream regulator. Valves are self-closing 
—the water cannot be left running except 
when equipped with valves to provide a 
continuous stream. In design and con- 
struction, Crane drinking fountains are 
of the finest quality throughout—a quality 
for which the name Crane is famous. 


CRANE 


CRANE CO., 836 South Michigan Avenue 


Chicago, Illinois 


C 9060—The Corwith vitre- 
ous china wall drinking foun- 
tain with integral strainer 
and Newera angle jet, Auto- 
matic Stream Regulator and 
Triumph ball-bearing, self- 
closing valve. Enclosed trap, 
easy to keep clean. 12” wide, 


13” wall to front. 


A COMPLETE LINE OF F 


C 9171—£rie—a new vitreous china 
fountain with Newera angle-stream 
jets, Automatic Stream Regulators and 
Improved Triumph self-closing valves. 
The Erie is of smart design and is built 
to withstand hard usage. Recommended 
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C 9298—Ontario—a new roll-rim type 
vitreous china fountain, supported on 
brackets. With Newera angle-stream 
jets, Automatic Stream Regulators, Jm- 
proved Triumph self-closing valves anc 
loose key stops. The Ontario is sturdily 
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C9215—The Oasis foun- 
tain, newly styled, in vitreous 
china, with integral strainer 
and trap. Newera 3-stream 
angle jet above rim, Triumph 
self-closing valve and Auto- 


C 9160—The Thurstend vitreous 


C 9334—Thurstend fountain china fountain with integral strain- 
with galvanized cast iron receptor, er, galvanized trap. Triumph 
integral strainer. Newera3-stream ball-bearing, self-closing valve. 
angle jet above rim, with vandal- Newera 3-stream angle jet with 


for installations in public buildings, 
schools, etc. Easy to keep clean. Size 
24" wide, 13” wall to front, 8” back. 


built to give long trouble-free service 
under hard usage as in schools, public 
buildings, etc. 13” x 24”, 


matic Stream Regulator. 12” 
wide, 13” wall to front, and 
integral back is 8” high. 


proof base, Automatic Stream 
Regulator, Improved Triumph 
self-closing valve. (Vitreous china 
receptor with porcelain enameled 


bracket, C 9157.) 


vandal-proof base. Receptor 
10” x 714", 12” from wall. With 
galvanized receptor, C 9331. 
A regulating screw controls volume 
of water and height of stream. 


C9194 — Erie 
vitreous china 
wall fountain with 
8” back to protect 
the wall. 12” wide, 
13” wall to front. 
Newera jet above 
receptor rim as- 
sures sanitation. 
Has Automatic 
Stream Regulator, 
Improved Tri- 
umph self-closing 
valve and loose 
key stop. 


C9203 — Erie 
with combination 
Newera 3-stream 
angle jet and ice 
water faucet for 
filling cups. 
Drains into basin 
through spout 
near wall flange. 
Receptor is glass. 
Has Improved 
Triumph selt-clos- 
ing valves. Size, 
12” wide, 13” wall 
to front, 8” back. 


C9111 — The 
Telephone vitre- 
ous china wall 
drinking fountain 
with intregral 
strainer. Newera 
3-stream angle jet 
above the rim; 
Automatic Stream 
regulator, Tri- 
umph self-closing 
valve. Designed 
for limited space. 
714" wide, 1014” 
wall to front, 


MULTIPLE TYPE 
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C 9330—Altruria multiple-type fountain for schools, factories 
and public places. Equipped with Newera angle jets above rim. 
Cast iron receptor is porcelain enameled inside, with outside 
and bracksts painted. Improved Triumph self-closing valves. 
2 jets, 12" x 30"; 3 jets, 12” x 42”; 4 jets, 12” x 54”. 


C9261—This 
handsomeCristal 
vitreous china 
fountain recesses 
416" into the wall 
and extends out- 
ward only 7”; 14” 
wide, 26” high. 
Has Newera 
angle-stream jet, 
Automatic 
Stream Regu- 
lator, and 
Triumph self- 
closing valves. 


C 9223 — The 
Oasis vitreous 
china drinking 
fountain with in- 
tegral trap, pro- 
jects 13” from the 
wall. It is 
equipped with 
Newera jet, Im- 
proved Tri- 
umph_  self- 
closing valve, 
and Crane Auto- 
matic Stream 
Regulator. Size, 
12” wide, 15” 
high back, and 
13” wall to front. 
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C9254—C om- 
pact Arcuo vitre- 
ous china foun- 
tain is semi-re- 
cessed. Extends 
only 414” from 
wall. Newera 3- 
stream angle jet 
and _ push-button 
ice water faucet. 
Has 7” glass re- 
ceptor, Improved 
Triumph self-clos- 
ing valves. 14” 
wide, 18” high. 


C 9268 — Corri- 
dor is a complete- 
ly recessed foun- 
tain, ideal for 
narrow corridors. 
Has the 7riumph 
self-closing valve 
and Automatic 
Stream Regu- 
lator, and the 
Newera 3-stream 
angle type jet. 
The Corridor is 
of vitreous china 
with integral 
strainer; meas- 
ures 16” x 30”, 
with 10” recess 
into wall. 


C.9042—The graceful- 


ly designed Corwith vit- 
reous china pedestal 
fountain is appropriate 
for many uses because 
it is free standing. 
Equipped with Newera 
angle-stream jet, Auto- 
matic Stream Regulator 
and Triumph <calf-clos- 
ing valve. Height, 28” 
and 34”. Receptor is 
1214” square, (C 9038 
same as above with 
integral china angle- 
stream jet.) 


Crane Self-Draining Fountain 
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C 9356—Thurstend self-draining 


pedestal drinking fountain for 
outdoor installation in freezing 
areas. Foot pressure opens supply 
valve. When valve closes all 
water above valve automatically 
drains into pit. Should pit fill, 
an automatic anti-backflow valve 
prevents contamination of the 
fresh water. Has Newera angle- 
stream jet above rim, Automatic 
Stream Regulator, galvanized re- 
ceptor and base. 9” x 6” recepior, 
30” ground to rim. 36” pit depth 
recommended. Pit not included. 
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Fountain with Water Cooler 


C 9405—FEquipped with pre- 
cision mechanism for water 
cooling service. Cooling is 
automatically controlled. 
Slow-speed twin cylinder vi- 
brationless compressor oper- 
ates from 110 volt, 60 cycle 
A.C. 4% h.p. motor. Cabinet of 
spot-welded crinkle-enameled 
steel, well insulated, is 39” 
high and 16” x 18” square, 
Has porcelain-enameled re- 
ceptor, angle-stream jet and 
self-closing valve. Separate 
models for northern and south- 
ern temperature zones, 


Pedestal Fountain 


43-35 


C9155—The Crane 
Thurstend factory type 
fountain is equipped with 
pedestal and cast iron 
base—galvanized. Can 
be placed anywhere. 
Vitreous china receptor 
with integral strainer. 
Newera 3-stream angle 
jet, Automatic Stream 
Regulator, Improved 
Triumph self-closing 
valve. 34” from floortorim. 
(C 9332 same as above 
with galvanized receptor.) 


ANGLE-STREAM JET 


Raised integral angle-stream jet, 
placed above receptor rim, prevents 
back siphonage into the pure water 
supply line, even if outlet clogs and 
the receptor overflows. 


Lip guard prevents lips of user from 
touching china spout, and hood 
protects spout from contamination. 
Non-squirting china spout is con- 
structed so that mischievous fingers 
cannot be placed directly on supply 
opening. 

Vitreous china construction is imper- 
vious to dirt and easily cleaned. 


VITREOUS CHINA RAISED 


NEWERA 3-STREAM ANGLE JET 


All brass with rounded, sloping design. 
Water drains rapidly from all surfaces 
and permits easy cleaning. Three small 
jets of water are directed in single angle- 
stream designed for sanitation and a 
satisfying drink. An integral shield pre- 
vents foreign matter from falling into jet 
openings, or user placing lips directly 
upon them. Raised jet extends above foun- 
tain rim, preventing contamination of 
water supply through back siphonage. 


Underfeeding or overshoot- 
ing fountain streams are 
annoying to the user and 
cause damage to floors 
and walls. Crane Auto- 
matic Stream Regulators 
provide uniform, balanced 
water supply despite fluc- 
tuating pressure. Stream 
always maintains uniform 
: height. All water entering 


PURFLO ANGLE-STREAM JET 
"A new improved type jet with slotted orifice, 
approved by many health boards of cities and 
states. ' 
Outlet of jet, when fitted to any Crane fountain, 
is above receptor rim. This prevents contami- 
nation of pure water supply system by back 
siphonage. 
The guard prevents the lips of the user touch- 
ing opening and the stream does not touch 
guard—the outlet nozzle is shielded by the 
guard to protect against contamination. 
The jet is designed so that mischievous fingers 
cannot be placed on supply nozzle. 


regulator passes on to jet; 
none discharges to waste 
lines without first passing 
through the jet, avoiding 
waste. In straight or angle 
pattern. 14” and 3%” sizes. 
Furnished in rough brass 
for concealed installa- 
tions; chromium plated 
for exposed installations. 


®@ Crane drinking fountain 
jets, gooseneck faucets and 
receptors may be had for 
converting faucets or pip- 
ing fixtures into modern, 
sanitary fountains. All 
units have Improved 
Triumph ball-bearing, self- 
closing valves. 


C 9460-A—Combination 
Newera 3-stream jet and ice 
waterfaucet. Drainsinto wall. 
14"femalesupply, 114"female 
waste. Available with 7" glass 
or metal receptor. 


C 9475—Newera 3-stream jet 
and valve assembly. Ideal 
for replacement or for use on 
lavatory in place of faucet. 
4" male LP.S. tailpiece. 


C9467—Crane Newera jet 
with glass receptor and drain 
to basin. Can be furnished 
with 7" metal receptor. 3%" 
female supply. 


C9464-A—Combination 
Newera 3-stream jet and ice 
water faucet, 7” glass re- 
ceptor, exposed drain at wall 
ange. 14" female supply. 
Metal receptor available. 


C9517—Crane Newera jet 
in 7" glass receptor — with 
drain spout in base. 3" fe- 
male supply connection. Also 
made with metal receptor. 


C 9470—This Crane Newera 
jet can be adapted to many 
uses. Wastes directly to 
receptor or basin, 34” female 
supply connection. 


C 9463-B—Push-button ice 
water faucet, 7" glass re- 
ceptor (also available in 
metal). Newera 3-stream jet, 
Automatic Stream Regulator. 
3%” female supply. 


C9528—The protecting 
hood on this jet is of vitreous 
china and effectively pro- 
tects china angle-stream noz- 
zle. 34" female connection. 


C 9468-B—Newera 3-stream 
angle jet, Automatic Stream 
Regulator, 7" glass receptor. 
3%" female supply. Metal 
receptor available. 


C9560 —Newera 3-stream 
drinking jet and push-button 
ice water faucet combination 


. suited to lavatories in gaso- 


line stations, etc. 14" male 
LP.S tailpiece. 


C9469—Crane gooseneck 
ice water faucet. 3" female 
supply connection. Adapt- 
able to many types of in- 
stallations. 9” high. 
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